
Two-way Diverter Valve
K-9530

Features
• Two-way brass diverter valve
• Diverter valve has backflow prevention

Installation
• Bath- or deck-mount

Recommended Products/Accessories
K-23723 Faucet cleaner

Codes/Standards
ASME A112.18.1/CSA B125.1

KOHLER® Faucet Lifetime Limited
Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

Color Code Description

CP Polished Chrome

SN Vibrant® Polished Nickel

AF Vibrant® French Gold

PB Vibrant® Polished Brass

BN Vibrant® Brushed Nickel

BV Vibrant® Brushed Bronze

2BZ Oil-Rubbed Bronze

BL Matte Black

2MB
Vibrant® Brushed Moderne
Brass
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Two-way Diverter Valve
K-9530

Ø 2-1/2"
 (64 mm)

Ø 1-1/2" (38 mm)
Hole for Diverter

3"
(76 mm)

1/2" Nominal Sweat (5/8" OD) 
3/4" NPSM Thread Outlet for Optional Bath

3/8" Nominal Sweat (1/2" OD) 
1/2" NPSM Thread

1/2" Nominal Sweat (5/8" OD)
 3/4" NPSM Thread Inlet

1-1/4" 
(32 mm)
 Max

2-3/8"
(60 mm)

Ø 1-5/16"
(33 mm)

Technical Information
All product dimensions are nominal.

Notes
Install this product according to the installation
guide.
Diverter valve has backflow protection.
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